
Egress Surface

The Egress Surface Mounted Spot is a 3W, 3 hour emergency recessed LED. This
product produces 180lm of output with the choice of either an open area or corridor
optic. The Egress Surface Spot is supplied with a 3000Ah Ni-Cd battery for optimum
performance which along with the driver is mounted internally. The LED charge indicator
is located within the LED head for a minimalist appearance. Egress Spotlights come as
standard with a 3 hour emergency facility with self test and central test options also
available.

Architectural appearance 
3W with 196lm output
Instant on - no flicker
Over 35,000 hours life span
Remote control gear

 General

Weight 2.1kg

Dimensions LED Head 200 x 200 x 44.5mm

Installation Surface Mounted

Voltage 200-240Vac 50/60Hz

Certification        CE, ROHS

Warranty     LED Head - 5 Years

Battery - 1 Year

 

Emergency

Battery 3.20V 3000Ah Ni-Cd

Charge Time  24 hours

Discharge Time   180 minutes

 

Performance

Colour Rendering Ra>80

Longevity 35,000 hours

System Power 3 W

Exit Lumens 196 lm

Compliance Building Regulations

Available options

Wattage 3W

Emergency 3 Hour Facility, 3 Hour Self Test, 3 Hour Central Test

Colour White, Black

Light Distribution Corridor Optic, Open Area

 

Product Code: EGR-SFC
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