
HAZX Nero Portable

The HAZX Nero Portable luminaire is an explosion-proof LED inspection floodlight
which can be used in Zone 1 & 2 (Gas) and Zone 21 & 22 (Dust). The luminaire uses
holographic lens technology to optimise light distribution in circular or elliptical outputs
housed in portable cradle. The HAZX Nero Portable is constructed from marine grade
aluminium with a toughen glass lens cover.

ATEX & IEC EX approved - Zone 1 & 2
Portable frame
Ultra long life LED
High Lumen output LED
5 year warranty
Holographic lens technology 

 

Technical

Dimensions 291 x 247 x 150std / 215mm Emergency

Weight 9.5kg Standard
 11.5Kg Emergency

Beam (Circular) 10° x 10°
30° x 30°
50° x 50°
120° x 120°

Beam (Elliptical) 35° x 10°
60° x 25°
80° x 30°
120° x 50°

Input 110 -254V 50/60Hz AC only

Power 60W

Lumen Output 4,500 lm – circular beam   
4,000 lm – elliptical beam

Colour Temperature 6000K

Colour Rendering Ra›70

Efficacy upto 75 ll/cW

IP Rating IP67

Warranty 5 Years

Certification ATEX and IEC Ex rated for Gas and Dust

 

Page 1/2



HAZX Nero Portable

Available options

Wattage 60W

Colour Temperature 6000K

Beam Angle Fine (10° Beam), Narrow (30° Beam), Medium (50°
Beam), Wide (120° Beam), Elliptical Fine (35° x 10°
Beam), Elliptical Narrow (60° x 25° Beam), Elliptical
Medium (80° x 30° Beam), Elliptical Wide (120° x 50°
Beam)

Photocell Not required, Integral Photocell

Emergency Not required, 3 Hour Emergency

 

Product Code: HAZ-NEP-S
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