
Neptune

The Neptune post light provides excellent amenity lighting using a high efficiency 40W
LED lamp. The post measures 2.5m in height and is constructed from aluminium 6063,
Oxidation treatment or Stainless steel 304 and has a matte grey, UV-proof electrostatic
powder coating. The diffuser unit is made from Transparent Acrylic and the unit has an
IP65 rating.

Bridgelux LED chip
IP65 rated
Aluminium 6063, Oxidation treatment or Stainless steel 304              
Instant on - no flicker
Environmentally Friendly - No mercury or lead enters the environment
No RF and electronic magnetic interference
Over 50,000 hours life span

 

General

Dimensions Ø140 x 2500 mm  Plate: Ø240mm

Installation Pole Mounted - Surface Plate

Materials Aluminium 6063, Oxidation treatment or Stainless steel 304 

IP Rating IP65

Voltage 210-230 V A/C,50HZ/60HZ

Environment -35 - 45°C

 

Performance

Colour Rendering Ra>80

Longevity 50,000 hours

Power 40 W

Lumen Output 4,000 lm

Efficiency 100 lm/W

Available options

Lamp 40W Corn Lamp

Material Stainless Steel, Aluminium

Colour Temperature 3000K, 4000K, 6000K

 

Product Code: NPT
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